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Analysis Report
Objective: -

This document highlights the behavior and functionality of the Vibration Analyzer (VAS) as far as Redmine #3433 is concerned.
[bookmark: Redmine_4707_implementation]VAS Behavior: -
[bookmark: _GoBack]When a user installs our MDAQ_System app for the first time, they will see a login screen as shown below.
[image: Screenshot 2026-03-30 175006]
The user will enter the default Admin credentials provided by Elpis and log in to the dashboard.
On the dashboard, a profile menu button is located at the top-right corner of the app. When the user clicks it, a popup appears.
[image: Screenshot 2026-03-30 175545]
In this popup view, there are three buttons:


1. Logout button
When the user clicks the logout button, the login window appears, and the user needs to re-enter credentials to log in.

2. Edit profile button
When the user clicks this button, the Edit Profile window appears, allowing the user to change their username and password.
[image: Screenshot 2026-03-30 175724]
3. Admin page (visible only to Admin users)
When the user clicks this button, the Admin page view opens.
Here, the Admin can add other users or create other admins, view all users, and delete normal users by clicking the delete button. (Admins themselves cannot be deleted here.)
[image: Screenshot 2026-03-30 175628]
[image: Screenshot 2026-03-30 175652]



When the user is a normal user, they cannot add devices or channels in the Device view, nor can they see additional settings in the Settings view.
[image: Screenshot 2026-03-30 175906]

	Prepared by: Mr. Jiban Kumar Munda
	Approved by: Mr. Sudhakar Chakravarthi

	(Development Team)
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